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DIAGNOSTIC METHOD AND APPARATUS
FOR CHARACTERIZATION OF A NEUTRAL
BEAM AND FOR PROCESS CONTROL
THEREWITH

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to U.S. Provisional Appli-
cation No. 61/551,552 filed on Oct. 26, 2011 and entitled
DIAGNOSTIC METHOD AND APPARATUS FOR CHAR-
ACTERIZATION OF A NEUTRAL BEAM AND FOR
PROCESS CONTROL THEREWITH, the contents of which
are incorporated by reference herein in their entirety and for

all purposes.
FIELD OF THE INVENTION

This invention relates generally to diagnostic methods and
apparatus for characterizing an accelerated neutral beam
(which may be dissociated or partially dissociated) derived
from an accelerated gas cluster ion beam (GCIB). Addition-
ally, it relates to methods and apparatus for controlling dosim-
etry for workpiece processing by irradiation with an acceler-
ated neutral beam (which may be dissociated or partially
dissociated) derived from an accelerated gas cluster ion
beam.

BACKGROUND OF THE INVENTION

Ions have long been favored for many processes because
their electric charge facilitates their manipulation by electro-
static and magnetic fields. This introduces great flexibility in
processing. However, in some applications, the charge that is
inherent to any ion (including gas clusterions in a GCIB) may
produce undesirable effects in the processed surfaces. GCIB
has a distinct advantage over conventional ion beams in that a
as cluster ion with a single or small multiple charges enables
the transport and control of a much larger mass-flow (a cluster
may consist of hundreds or thousands of molecules) com-
pared to a conventional ion (a single ionized atom, molecule,
or molecular fragment.) Particularly in the case of insulating
materials, surfaces processed using ions often suffer from
charge-induced damage resulting from abrupt discharge of
accumulated charges, or production of damaging electrical
field-induced stress in the material (again resulting from
accumulated charges.) In many such cases, GCIBs have an
advantage due to their relatively low charge per mass, but in
some instances may not eliminate the target-charging prob-
lem. Furthermore, moderate to high current ion beams may
suffer from a significant space charge-induced defocusing of
the beam that tends to inhibit transporting a well-focused
beam over long distances. Again, due to their lower charge per
mass relative to conventional ion beams, GCIBs have an
advantage, but they do not fully eliminate the space charge
transport problem.

A further instance of need or opportunity arises from the
fact that although the use of beams of neutral molecules or
atoms provides benefit in some surface processing applica-
tions and in space charge-free beam transport, it has not
generally been easy and economical to produce intense
beams of neutral molecules or atoms except for the case of
nozzle jets, where the energies are generally on the order of a
few milli-electron-volts per atom or molecule, and thus have
limited processing capabilities. More energetic neutral par-
ticles can be beneficial or necessary in many applications, for
example when it is desirable to break surface or shallow
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subsurface bonds to facilitate cleaning, etching, smoothing,
deposition, amorphization, or to produce surface chemistry
effects. In such cases, energies of from aboutan eV up to a few
thousands of eV per particle can often be useful. Methods and
apparatus for forming such Neutral Beams by first forming an
accelerated charged GCIB and then neutralizing or arranging
for neutralization of at least a fraction of the beam and sepa-
rating the charged and uncharged fractions are disclosed
herein. Although GCIB processing has been employed suc-
cessfully for many applications, there are new and existing
application needs not fully met by GCIB or other state of the
art methods and apparatus, and wherein accelerated Neutral
Beams may provide superior results. For example, in many
situations, while a GCIB can produce dramatic atomic-scale
smoothing of an initially somewhat rough surface, the ulti-
mate smoothing that can be achieved is often less than the
required smoothness, and in other situations GCIB process-
ing can result in roughening moderately smooth surfaces
rather than smoothing them further.

Historically, when conventional ion beams and GCIBs
have been used for workpiece processing, repeatability of
processing results has been achieved by using a process
dosimetry technique that employs measurement of beam
electrical current at the workpiece, integrated over time, and
taking into account the size of the processed area to determine
adose inions/cm?. By controlling the dose (ions/cm?) and the
beam energy, good repeatability is achieved for most pro-
cesses. Often other factors must also be controlled to achieve
the desired process results (such as limiting workpiece tem-
perature excursions and beam direction of incidence during
processing, etc.) but the dose in ions/cm® and the beam energy
are often the main processing parameters that are controlled
to produce repeatable results.

In the case of Neutral Beams and Dissociated Neutral
Beams, because the beam particles are not charged, their flux
cannot be determined by a current measurement, and thus
some other method of dosimetry is required, when acceptable
processing results depend on precision control ofthe process-
ing dose.

It is therefore an object of this invention to provide diag-
nostic methods and apparatus for characterizing Neutral
Beams and Dissociated Neutral Beams.

It is a further object of this invention to provide diagnostic
methods and apparatus for characterizing Neutral Beams and
Dissociated Neutral Beams to a degree that enables more
precise process dosimetry that results in repeatable work-
piece processing.

SUMMARY OF THE INVENTION

The present invention is directed to the use of a combina-
tion of sensors and measurements made by those sensors that
are combined to characterize a Neutral Beam or Dissociated
Neutral Beam in a way that enables improved dosimetry for
workpiece processing control.

Beams of energetic conventional ions, accelerated electri-
cally charged atoms or molecules, are widely utilized to form
semiconductor device junctions, to modify surfaces by sput-
tering, and to modify the properties of thin films. Unlike
conventional ions, gas cluster ions are formed from clusters of
large numbers (having a typical distribution of several hun-
dreds to several thousands with a mean value of a few thou-
sand) of weakly bound atoms or molecules of materials that
are gaseous under conditions of standard temperature and
pressure (commonly oxygen, nitrogen, or an inert gas such as
argon, for example, but any condensable gas can be used to
generate gas cluster ions) with each cluster sharing one or
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more electrical charges, and which are accelerated together
through large electric potential differences (on the order of
from about 3 kV to about 70 kV or more) to have high total
energies. After gas cluster ions have been formed and accel-
erated, their charge states may be altered or become altered
(even neutralized), and they may fragment or may be induced
to fragment into smaller cluster ions or into monomer ions
and/or neutralized smaller clusters and neutralized mono-
mers, but they tend to retain the relatively high velocities and
energies that result from having been accelerated through
large electric potential differences, with the energy being
distributed over the fragments.

Being weakly bound, gas duster ions (or neutral gas clus-
ters) disintegrate upon impact with a surface and the total
energy of the accelerated gas cluster ion is shared among the
constituent atoms. Because of this energy sharing, the mono-
mers in the clusters are individually much less energetic (after
disintegration) than as is the case for similarly accelerated
conventional ions and, as a result, the atoms penetrate to much
shallower depths, despite the high total energy of the accel-
erated gas cluster. As used herein, the terms “GCIB” and “gas
cluster ion beam” are intended to encompass not only ionized
beams and ions, but also beams in which a portion of the
particles are not ionized. The terms “GCIB” and “gas cluster
ion beam” are intended to encompass all beams that comprise
gas cluster ions even though they may also comprise non-
clustered ions and/or neutral particles. As used herein, the
term “Neutral Beam” is intended to mean a beam of neutral
gas clusters and; or neutral monomers derived from an accel-
erated gas cluster ion beam and wherein the acceleration
results from acceleration of a gas cluster ion beam. As used
herein, the term “Dissociated Neutral Beam” is intended to
mean a beam consisting essentially of accelerated neutral
monomers derived from an accelerated gas cluster ion beam
and wherein the acceleration has resulted from acceleration
of'gas cluster ions. As used herein, the term “monomer” refers
equally to either a single atom or a single molecule. The terms
“atom,” “molecule,” and “monomer” may be used inter-
changeably and all refer to the appropriate monomer that is
characteristic of the gas under discussion (either a component
of a cluster, a component of a cluster ion, or an atom or
molecule). For example, a monatomic gas like argon may be
referred to in terms of atoms, molecules, or monomers and
each of those terms means a single atom. Likewise, in the case
of'a diatomic gas like nitrogen, it may be referred to in terms
of atoms, molecules, or monomers, each term meaning a
diatomic molecule. Furthermore a molecular gas like CO,,
may be referred to in terms of atoms, molecules, or mono-
mers, each term meaning a three atom molecule, and so forth.
These conventions are used to simplify generic discussions of
gases and gas clusters or gas cluster ions independent of
whether they are monatomic, diatomic, or molecular in their
gaseous form.

When an accelerated gas cluster ion is fully dissociated and
neutralized, the resulting neutral monomers have energies
approximately equal to the total energy of the original accel-
erated gas cluster ion, divided by the number, N, of mono-
mers that comprised the original gas cluster ion at the time it
was accelerated. Such dissociated neutral monomers have
energies on the order of from about 1 eV to tens or even as
much as a few thousands of eV, depending on the original
accelerated energy of the gas cluster ion and the size of the gas
cluster at the time of acceleration. The processing effect of
such dissociated neutralized accelerated monomers is depen-
dent on both the number of such monomers that strike a given
surface area on a workpiece and also the energies associated
with such monomer.
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Gas cluster ion beams are generated and transported for
purposes of irradiating a workpiece according to known tech-
niques. Various types of holders are known in the art for
holding the object in the path of the GCIB for irradiation and
for manipulating the object to permit irradiation of a multi-
plicity of portions of the object. Neutral Beams and Dissoci-
ated Neutral Beams may be generated and transported for
purposes of irradiating a workpiece according to techniques
taught herein.

The present invention may employ a high beam purity
method and system for deriving from an accelerated gas
cluster ion beam an accelerated neutral gas cluster and/or
preferably monomer beam that can be employed for a variety
of'types of surface and shallow subsurface materials process-
ing and which is capable, for many applications, of superior
performance compared to conventional GCIB processing. It
can provide well-focused, accelerated, intense neutral mono-
mer beams with particles having energies in the range of from
about 1 eV to as much as a few thousand eV. This is an energy
range in which it has been impractical with simple, relatively
inexpensive apparatus to form intense neutral beams.

These accelerated Neutral Beams are generated by first
forming a conventional accelerated GCIB, then partly or
essentially fully dissociating it by methods and operating
conditions that do not introduce impurities into the beam,
then separating the remaining charged portions of the beam
from the neutral portion, and subsequently using the resulting
accelerated Neutral Beam for workpiece processing.
Depending on the degree of dissociation of the gas cluster
ions, the Neutral Beam produced may be a mixture of neutral
gas monomers and gas clusters or may essentially consist
entirely or almost entirely of neutral gas monomers. It is
preferred that the accelerated Neutral Beam is a Dissociated
Neutral Beam, since it is known that the presence of smaller
sized clusters in Neutral Beams can produce eftects that are
undesirable in some applications.

An advantage of the Neutral Beams and Dissociated Neu-
tral Beams that may be produced by the methods and appa-
ratus of this invention, is that they may be used to process
electrically insulating materials without producing damage to
the material due to charging of the surfaces of such materials
by beam transported charges as commonly occurs for all
ionized beams including GCIB. For example, in semiconduc-
tor and other electronic processing applications, ions often
contribute to damaging or destructive charging of thin dielec-
tric films such as oxides, nitrides, etc. The use of Neutral
Beams and Dissociated Neutral Beams can enable successful
beam processing of polymer, dielectric, and/or other electri-
cally insulating or high resistivity materials, coatings, and
films in other applications where ion beams may produce
undesired side effects due to surface or other charging effects.
Examples include (without limitation) processing of corro-
sion inhibiting coatings, and irradiation cross-linking and/or
polymerization of organic films. In other examples, Neutral
Beam induced modifications of polymer or other dielectric
materials (e.g. sterilization, smoothing, improving surface
biocompatibility, and improving attachment of and/or control
of elution rates of drugs) may enable the use of such materials
in medical devices for implant and/or other medical/surgical
applications. Further examples include Neutral Beam pro-
cessing of glass, polymer, and ceramic bio-culture labware
and/or environmental sampling surfaces where such beams
may be used to improve surface characteristics like, for
example, roughness, smoothness, hydrophilicity, and bio-
compatibility.

Since the parent GCIB, from which an accelerated Neutral
Beam or Dissociated Neutral Beam may be formed by the
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methods and apparatus described herein, comprises ions it is
readily accelerated to desired energy and is readily focused
using conventional ion beam techniques. Upon subsequent
dissociation and separation of the charged ions from the neu-
tral particles, the neutral beam particles tend to retain their
focused trajectories and may be transported for extensive
distances with good effect.

When neutral gas clusters in a jet are ionized by electron
bombardment, they become heated and/or excited. This may
result in subsequent evaporation of monomers from the ion-
ized gas cluster, after acceleration, as it travels down a beam-
line. Additionally, collisions of gas cluster ions with back-
ground gas molecules in the ionizer, accelerator and beamline
regions, also heat and excite the as cluster ions and may result
in additional subsequent evolution of monomers from the gas
cluster ions following acceleration. When these mechanisms
for evolution of monomers are induced by electron bombard-
ment and/or collision with background gas molecules (and/or
other gas clusters) of the same gas from which the GCIB was
formed, no contamination is contributed to the beam by the
dissociation processes that results in evolving the monomers.

There are other mechanisms that can be employed for
dissociating (or inducing evolution of monomers from) gas
cluster ions in a GCIB without introducing contamination
into the beam. Some of these mechanisms may also be
employed to dissociate neutral gas clusters in a neutral gas
cluster beam. One mechanism is laser irradiation of the clus-
ter-ion beam using infra-red or other laser energy. Laser-
induced heating of the gas cluster ions in the laser irradiated
GCIB results in excitement and/or heating of the gas cluster
ions and causes subsequent evolution of monomers from the
beam. Another mechanism is passing the beam through a
thermally heated tube so that radiant thermal energy photons
impact the gas cluster ions in beam. The induced heating of
the gas cluster ions by the radiant thermal energy in the tube
results in excitement and/or heating of the gas cluster ions and
causes subsequent evolution of monomers from the beam. In
another mechanism, crossing the gas cluster ion beam by a
gas jet of the same gas or mixture as the source gas used in
formation of the GCIB (or other non-contaminating gas)
results in collisions of monomers of the gas in the gas jet with
the gas clusters in the ion beam producing excitement and/or
heating of the gas cluster ions in the beam and subsequent
evolution of monomers from the excited gas cluster ions. By
depending entirely on electron bombardment during initial
ionization and/or collisions (with other cluster ions, or with
background gas molecules of the same gas(es) as those used
to form the GCIB) within the beam and/or laser or thermal
radiation and/or crossed jet collisions of non-contaminating
gas to produce the GCIB dissociation and/or fragmentation,
contamination of the beam by collision with other materials is
avoided.

As aneutral gas cluster jet from a nozzle travels through an
ionizing region where electrons are directed to ionize the
clusters, a cluster may remain un-ionized or may acquire a
charge state, q, of one or more charges (by ejection of elec-
trons from the cluster by an incident electron). The ionizer
operating conditions influence the likelihood that a gas clus-
ter will take on a particular charge state, with more intense
ionizer conditions resulting in greater probability that a
higher charge state will be achieved. More intense ionizer
conditions resulting in higher ionization efficiency may result
from higher electron flux and/or higher (within limits) elec-
tron energy. Once the gas cluster has been ionized, it is typi-
cally extracted from the ionizer, focused into a beam, and
accelerated by falling through an electric field. The amount of
acceleration of the gas cluster ion is readily controlled by
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controlling the magnitude of the accelerating electric field.
Typical commercial GCIB processing tools generally provide
for the gas cluster ions to be accelerated by an electric field
having an adjustable accelerating potential, V ., typically of
for example, from about 1 kV to 70kV (but not limited to that
range—V ... up to 200 kV or even more may be feasible).
Thus a singly charged gas cluster ion achieves an energy in
the range of from 1 to 70 keV (or more if larger V.. is used)
and a multiply charged (for example, without limitation,
charge state, =3 electronic charges) gas cluster ion achieves
an energy in the range of from 3 to 210 keV (or more for
higher V). For other gas cluster ion charge states and
acceleration potentials, the accelerated energy per cluster is
qV .. €V. From a given ionizer with a given ionization effi-
ciency, gas cluster ions will have a distribution of charge
states from zero (not ionized) to a higher number such as for
example 6 (or with high ionizer efficiency, even more), and
the most probable and mean values of the charge state distri-
bution also increase with increased ionizer efficiency (higher
electron flux and/or energy). Higher ionizer efficiency also
results in increased numbers of gas cluster ions being formed
in the ionizer. In many cases, GCIB processing throughput
increases when operating the ionizer at high efficiency results
in increased GCIB current. A downside of such operation is
that multiple charge states that may occur on intermediate
size gas cluster ions can increase crater and/or rough interface
formation by those ions, and often such effects may operate
counterproductively to the intent of the processing. Thus for
many GCIB surface processing recipes, selection of the ion-
izer operating parameters tends to involve more consider-
ations than just maximizing beam current. In some processes,
use of a “pressure cell” (see U.S. Pat. No. 7,060,989, to
Swenson et al.) may be employed to permit operating an
ionizer at high ionization efficiency while still obtaining
acceptable beam processing performance by moderating the
beam energy by gas collisions in an elevated pressure “pres-
sure cell”

With the present invention there is no downside to operat-
ing the ionizer at high efficiency—in fact such operation is
sometimes preferred. When the ionizer is operated at high
efficiency, there may be a wide range of charge states in the
gas cluster ions produced by the ionizer. This results in a wide
range of velocities in the gas cluster ions in the extraction
region between the ionizer and the beam accelerating elec-
trodes, and also in the downstream beam. This may result in
an enhanced frequency of collisions between and among gas
cluster ions in the beam that generally results in a higher
degree of fragmentation of the largest gas cluster ions. Such
fragmentation may result in a redistribution of the cluster
sizes in the beam, skewing it toward the smaller cluster sizes.
These cluster fragments retain energy in proportion to their
new size (N) and so become less energetic while essentially
retaining the accelerated velocity of the initial unfragmented
gas cluster ion. The change of energy with retention of veloc-
ity following collisions has been experimentally verified (as
for example reported in Toyoda, N. et al., “Cluster size depen-
dence on energy and velocity distributions of gas cluster ions
after collisions with residual gas,” Nucl. & Meth. in Phys.
Research B 257 (2007), pp 662-665). Fragmentation may
also result in redistribution of charges in the cluster frag-
ments. Some uncharged fragments likely result and multi-
charged gas cluster ions may fragment into several charged
gas cluster ions and perhaps some uncharged fragments. It is
understood by the inventors that design of the focusing fields
in the ionizer and the extraction region may enhance the
focusing of the smaller gas cluster ions and monomer ions to
increase the likelihood of collision with larger gas cluster ions
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in the beam extraction region and in the downstream beam,
thus contributing to the dissociation and/or fragmenting of
the gas cluster ions.

In an embodiment of the present invention, background gas
pressure in the ionizer, acceleration region, and beamline may
optionally be arranged to have a higher pressure than is nor-
mally utilized for good GCIB transmission. This can result in
additional evolution of monomers from gas cluster ions (be-
yond that resulting from the heating and/or excitement result-
ing from the initial gas cluster ionization event). Pressure may
be arranged so that gas cluster ions have a short enough
mean-free-path and a long enough flight path between ionizer
and workpiece that they must undergo multiple collisions
with background gas molecules.

For a homogeneous gas cluster ion containing N mono-
mers and having a charge state of q and which has been
accelerated through an electric field potential drop of V.
volts, the cluster will have an energy of approximately qV .../
N; eV per monomer, where N, is the number of monomers in
the cluster ion at the time of acceleration. Except for the
smallest gas cluster ions, a collision of such an ion with a
background gas monomer of the same gas as the cluster
source gas will result in additional deposition of approxi-
mately qV ,./N; eV into the gas cluster ion. This energy is
relatively small compared to the overall gas cluster ion energy
(qV 4..) and generally results in excitation or heating of the
cluster and in subsequent evolution of monomers from the
cluster. It is believed that such collisions of larger clusters
with background gas seldom fragment the cluster but rather
heats and/or excites it to result in evolution of monomers by
evaporation or similar mechanisms. Regardless of the source
of'the excitation that results in the evolution of a monomer or
monomers from a gas cluster ion, the evolved monomer(s)
have approximately the same energy per particle, qV /N,
eV, and retain approximately the same velocity and trajectory
as the gas cluster ion from which they have evolved. When
such monomer evolutions occur from a gas cluster ion,
whether they result from excitation or heating due to the
original ionization event, a collision, or radiant heating, the
charge has a high probability of remaining with the larger
residual gas cluster ion. Thus after a sequence of monomer
evolutions, a large gas cluster ion may be reduced to a cloud
of co-traveling monomers with perhaps a smaller residual gas
cluster ion (or possibly several if fragmentation has also
occurred). The co-traveling monomers following the original
beam trajectory all have approximately the same velocity as
that of the original gas cluster ion and each has energy of
approximately qV ,../N; eV. For small gas cluster ions, the
energy of collision with a background gas monomer is likely
to completely and violently dissociate the small gas cluster
and it is uncertain whether in such cases the resulting mono-
mers continue to travel with the beam or are ejected from the
beam.

Prior to the GCIB reaching the workpiece, the remaining
charged particles (gas cluster ions, particularly small and
intermediate size gas cluster ions and some charged mono-
mers, but also including any remaining large gas cluster ions)
in the beam are separated from the neutral portion of the
beam, leaving only a Neutral Beam for processing the work-
piece.

In typical operation, the fraction of power in the neutral
beam components relative to that in the full (charged plus
neutral) beam delivered at the processing target is in the range
of from about 5% to 95%, so by the separation methods and
apparatus of the present invention it is possible to deliver that
portion of the kinetic energy of the full accelerated charged
beam to the target as a Neutral Beam.
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The dissociation of the gas cluster ions and thus the pro-
duction of high neutral monomer beam energy is facilitated
by 1) Operating at higher acceleration voltages. This
increases qV /N for any given cluster size. 2) Operating at
high ionizer efficiency. This increases qV /N for any given
cluster size by increasing q and increases cluster-ion on clus-
ter-ion collisions in the extraction region due to the differ-
ences in charge states between clusters; 3) Operating at a high
ionizer, acceleration region, or beamline pressure or operat-
ing with a gas jet crossing the beam, or with a longer beam
path, all of which increase the probability of background gas
collisions for a gas cluster ion of any given size; 4) Operating
with laser irradiation or thermal radiant heating of the beam,
which directly promote evolution of monomers from the gas
clusterions; and 5) Operating at higher nozzle gas flow, which
increases transport of gas, clustered and perhaps unclustered
into the GCIB trajectory, which increases collisions resulting
in greater evolution of monomers.

Measurement of the Neutral Beam cannot be made by
current measurement as is convenient for gas cluster ion
beams. In one embodiment a Neutral Beam power sensor is
used to facilitate dosimetry when irradiating a workpiece
with a Neutral Beam. The Neutral Beam sensor is a thermal
sensor that intercepts the beam (or optionally a known sample
of'the beam). The rate of rise of temperature of the sensor is
related to the energy flux resulting from energetic beam irra-
diation of the sensor. The thermal measurements must be
made over a limited range of sensor temperatures to minimize
errors due to thermal re-radiation of the energy incident on the
sensor. For a GCIB process, the beam power (watts) is equal
to the beam current (amps) times V.., the beam acceleration
voltage. When a GCIB irradiates a workpiece for a period of
time (seconds), the energy (joules) received by the workpiece
is the product of the beam power and the irradiation time. The
processing effect of such a beam when it processes an
extended area is distributed over the area (for example, cm?).
For ion beams, it has been conveniently conventional to
specify a processing dose in terms of irradiated ions/cm?,
where the ions are either known or assumed to have at the time
of acceleration an average charge state, q, and to have been
accelerated through a potential difference of, V. volts, so
that each ion carries an energy of qV . eV (aneV is approxi-
mately 1.6x107'? joule). Thus an ion beam dose for an aver-
age charge state, q, accelerated by V.. and specified in ions/
cm® corresponds to a readily calculated energy dose
expressible in joules/cm?®. For an accelerated Neutral Beam
derived from an accelerated GCIB as utilized in the present
invention, the value of q at the time of acceleration and the
value of V,__ is the same for both of the (later-formed and
separated) charged and uncharged fractions of the beam. The
power in the two (neutral and charged) fractions of the GCIB
divides in proportion to the mass in each beam fraction. Thus
for the accelerated Neutral Beam as employed in the inven-
tion, when equal areas are irradiated for equal times, the
energy dose (joules/cm?) deposited by the Neutral Beam is
necessarily less than the energy dose deposited by the full
GCIB. By using a thermal sensor to measure the power in the
full GCIB P, and that in the Neutral Beam P,, (which is
commonly found to be about 5% to 95% that of the full GCIB)
it is possible to calculate a compensation factor for use in the
Neutral Beam processing dosimetry. When P,,is aP;, then the
compensation factor is, k=1/a. Thus if a workpiece is pro-
cessed using a Neutral Beam derived from a GCIB, for a time
duration is made to be k times greater than the processing
duration for the full GCIB (including charged and neutral
beam portions) required to achieve a dose of D ions/cm?, then
the energy doses deposited in the workpiece by both the
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Neutral Beam and the full GCIB are the same (though the
results may be different due to qualitative differences in the
processing eftects due to differences of particle sizes in the
two beams.) As used herein, a Neutral Beam process dose
compensated in this way is sometimes described as having an
energy/cm? equivalence of a dose of D ions/cm?. Because of
small differences in ionizers or gas jet nozzles, the cluster size
distribution in the source and the charge state distribution in
the ionized gas jet prior to acceleration can sometimes vary
from setup to setup and from processing tool to processing
tool. For many processes the dosimetry method described
above provides adequate process repeatability. For some
other processes, these variations in hardware may result in
undesirably large process variation and lack of repeatability.
In such cases a more complete characterization of the Neutral
Beam or Dissociated Neutral Beam is desirable.

In such cases, a more complete characterization of the
beam provides the precision required for improved process
repeatability. In an embodiment described below, a diagnostic
method and apparatus for thorough characterization of a Neu-
tral Beam or a Dissociated Neutral Beam provides both a
precise measurement of the flux of accelerated neutral par-
ticles in the beam and the mean energy per accelerated neutral
particle. In the case of a Dissociated Neutral Beam, this
corresponds to the accelerated neutral monomer flux and the
mean energy per accelerated neutral monomer. Various other
properties of the charged and uncharged, accelerated, and
un-accelerated portions of the parent GCIB are determined by
the technique and may be employed to assure process repeat-
ability in workpiece processing applications of Neutral
Beams and Dissociated Neutral Beams.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic illustrating elements of a GCIB
processing apparatus 1100 for processing a workpiece using
a GCIB;

FIG. 2 is aschematic illustrating elements of another GCIB
processing apparatus 1200 for workpiece processing using a
GCIB, wherein scanning of the ion beam and manipulation of
the workpiece is employed;

FIG. 3 is a schematic of a Neutral Beam processing appa-
ratus 1300 according to an embodiment of the invention,
which uses electrostatic deflection plates to separate the
charged and uncharged beams;

FIG. 4 is a schematic of a Neutral Beam processing appa-
ratus 1400 according to an embodiment of the invention,
using a thermal sensor for Neutral Beam measurement;

FIG. 51s a schematic of'a sensor apparatus 1500 for Neutral
Beam diagnostics and measurement according to an embodi-
ment of the invention;

FIG. 6 is a schematic of a Neutral Beam processing appa-
ratus 1600 according to an embodiment of the invention,
using for Neutral Beam diagnostics and measurement and
shown in a beam diagnostic configuration; and

FIG. 7 is a schematic of a Neutral Beam processing appa-
ratus 1680 according to an embodiment of the invention,
using for Neutral Beam diagnostics and measurement, and
shown in a workpiece processing configuration.

FIGS. 8A and 8B shows an exemplary calibration curve for
the pressure transducers generated as part of the methods of
the invention.

DETAILED DESCRIPTION OF THE PREFERRED
METHODS AND EXEMPLARY EMBODIMENTS

In the following description, for simplification, item num-
bers from earlier-described figures may appear in subse-
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quently described figures without discussion. Likewise, items
discussed in relation to earlier figures may appear in subse-
quent figures without item numbers or additional description.
In such cases items with like numbers are like items and have
the previously-described features and functions, and illustra-
tion of items without item numbers shown in the present
figure refer to like items having the same functions as the like
items illustrated in earlier-discussed numbered figures.
Reference is now made to FI1G. 1, which shows a schematic
configuration for a GCIB processing apparatus 1100. A low-
pressure vessel 1102 has three fluidly connected chambers: a
nozzle chamber 1104 an ionization/acceleration chamber
1106, and a processing chamber 1108. The three chambers
are evacuated by vacuum pumps 1146a, 11465, and 1146¢,
respectively. A pressurized condensable source gas 1112 (for
example argon) stored in a gas storage cylinder 1111 flows
through a gas metering valve 1113 and a feed tube 1114 into
a stagnation chamber 1116. Pressure (typically a few atmo-
spheres) in the stagnation chamber 1116 results in ejection of
gas into the substantially lower pressure vacuum through a
nozzle 1110, resulting in formation of a supersonic gas jet
1118. Cooling, resulting from the expansion in the jet, causes
a portion of the gas jet 1118 to condense into clusters, each
consisting of from several to several thousand weakly bound
atoms or molecules. A gas skimmer aperture 1120 is
employed to control flow of gas into the downstream cham-
bers by partially separating gas molecules that have not con-
densed into a cluster jet from the cluster jet. Excessive pres-
sure in the downstream chambers can be detrimental by
interfering with the transport of gas cluster ions and by inter-
fering with management of the high voltages that may be
employed for beam formation and transport. Suitable con-
densable source gases 1112 include, but are not limited to
argon and other condensable noble gases, nitrogen, carbon
dioxide, oxygen, and many other gases and/or gas mixtures.
After formation of the gas clusters in the supersonic gas jet
1118, at least a portion of the gas clusters are ionized in an
ionizer 1122 that is typically an electron impact ionizer that
produces electrons by thermal emission from one or more
incandescent filaments 1124 (or from other suitable electron
sources) and accelerates and directs the electrons, enabling
them to collide with gas clusters in the gas jet 1118. Electron
impacts with gas clusters eject electrons from some portion of
the gas clusters, causing those clusters to become positively
ionized. Some clusters may have more than one electron
ejected and may become multiply ionized. Control of the
number of electrons and their energies after acceleration typi-
cally influences the number of ionizations that may occur and
the ratio between multiple and single ionizations of the gas
clusters. A suppressor electrode 1142, and grounded elec-
trode 1144 extract the cluster ions from the ionizer exit aper-
ture 1126, accelerate them to a desired energy (typically with
acceleration potentials of from several hundred V to several
tens of kV), and focuses them to form a GCIB 1128. The
region that the GCIB 1128 traverses between the ionizer exit
aperture 1126 and the suppressor electrode 1142 is referred to
as the “extraction region.” The axis (determined at the nozzle
1110), of the supersonic gas jet 1118 containing gas clusters
is substantially the same as the axis 1154 of the GCIB 1128.
Filament power supply 1136 provides filament voltage V -to
heat the ionizer filament 1124. Anode power supply 1134
provides anode voltage V, to accelerate thermoelectrons
emitted from filament 1124 to cause the thermoelectrons to
irradiate the cluster-containing gas let 1118 to produce cluster
ions. A suppression power supply 1138 supplies suppression
voltage V; (on the order of several hundred to a few thousand
volts) to bias suppressor electrode 1142. Accelerator power
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supply 1140 supplies acceleration voltage V ,_. to bias the
ionizer 1122 with respect to suppressor electrode 1142 and
grounded electrode 1144 so as to result in a total GCIB
acceleration potential equal to V.. Suppressor electrode
1142 serves to extract ions from the ionizer exit aperture 1126
ofiionizer 1122 and to prevent undesired electrons from enter-
ing the ionizer 1122 from downstream, and to form a focused
GCIB 1128.

A workpiece 1160, which may (for example) be a medical
device, a semiconductor material, an optical element, or other
workpiece to be processed by GCIB processing, is held on a
workpiece holder 1162, which disposes the workpiece in the
path of the GCIB 1128. The workpiece holder is attached to
but electrically insulated from the processing chamber 1108
by an electrical insulator 1164. Thus, GCIB 1128 striking the
workpiece 1160 and the workpiece holder 1162 flows through
an electrical lead 1168 to a dose processor 1170. A beam gate
1172 controls transmission of the GCIB 1128 along axis 1154
to the workpiece 1160. The beam gate 1172 typically has an
open state and a closed state that is controlled by a linkage
1174 that may be (for example) electrical, mechanical, or
electromechanical. Dose processor 1170 controls the open/
closed state of the beam gate 1172 to manage the GCIB dose
received by the workpiece 1160 and the workpiece holder
1162. In operation, the dose processor 1170 opens the beam
gate 1172 to initiate GCIB irradiation of the workpiece 1160.
Dose processor 1170 typically integrates GCIB electrical
current arriving at the workpiece 1160 and workpiece holder
1162 to calculate an accumulated GCIB irradiation dose. Ata
predetermined dose, the dose processor 1170 closes the beam
gate 1172, terminating processing when the predetermined
dose has been achieved.

FIG. 2 shows a schematic illustrating elements of another
GCIB processing apparatus 1200 for workpiece processing
using a GCIB, wherein scanning of the ion beam and manipu-
lation of the workpiece is employed. A workpiece 1160 to be
processed by the GCIB processing apparatus 1200 is held on
a workpiece holder 1202, disposed in the path of the GCIB
1128. In order to accomplish uniform processing of the work-
piece 1160, the workpiece holder 1202 is designed to manipu-
late workpiece 1160, as may be required for uniform process-
ing.

Any workpiece surfaces that are non-planar, for example,
spherical or cup-like, rounded, irregular, or other un-flat con-
figuration, may be oriented within a range of angles with
respect to the beam incidence to obtain optimal GCIB pro-
cessing of the workpiece surfaces. The workpiece holder
1202 can be fully articulated for orienting all non-planar
surfaces to be processed in suitable alignment with the GCIB
1128 to provide processing optimization and uniformity.
More specifically, when the workpiece 1160 being processed
is non-planar, the workpiece holder 1202 may be rotated in a
rotary motion 1210 and articulated in articulation motion
1212 by an articulation/rotation mechanism 1204. The articu-
lation/rotation mechanism 1204 may permit 360 degrees of
device rotation about longitudinal axis 1206 (which is coaxial
with the axis 1154 of the GCIB 1128) and sufficient articula-
tion about an axis 1208 perpendicular to axis 1206 to maintain
the workpiece surface to within a desired range of beam
incidence.

Under certain conditions, depending upon the size of the
workpiece 1160, a scanning system may be desirable to pro-
duce uniform irradiation of a large workpiece. Although often
notnecessary for GCIB processing, two pairs of orthogonally
oriented electrostatic scan plates 1130 and 1132 may be uti-
lized to produce a raster or other scanning pattern over an
extended processing area. When such beam scanning is per-
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formed, a scan generator 1156 provides X-axis scanning sig-
nal voltages to the pair of scan plates 1132 through lead pair
1159 and Y-axis scanning signal voltages to the pair of scan
plates 1130 through lead pair 1158. The scanning signal volt-
ages are commonly triangular waves of different frequencies
that cause the GCIB 1128 to be converted into a scanned
GCIB 1148, which scans the entire surface of the workpiece
1160. A scanned beam-defining aperture 1214 defines a
scanned area. The scanned beam-defining aperture 1214 is
electrically conductive and is electrically connected to the
low-pressure vessel 1102 wall and supported by support
member 1220. The workpiece holder 1202 is electrically
connected via a flexible electrical lead 1222 to a Faraday cup
1216 that surrounds the workpiece 1160 and the workpiece
holder 1202 and collects all the current passing through the
scanned beam-defining aperture 1214. The workpiece holder
1202 is electrically isolated from the articulation/rotation
mechanism 1204 and the Faraday cup 1216 is electrically
isolated from and mounted to the low-pressure vessel 1102 by
insulators 1218. Accordingly, all current from the scanned
GCIB 1148, which passes through the scanned beam-defin-
ing aperture 1214 is collected in the Faraday cup 1216 and
flows through electrical lead 1224 to the dose processor 1170.
In operation, the dose processor 1170 opens the beam gate
1172 to initiate GCIB irradiation of the workpiece 1160. The
dose processor 1170 typically integrates GCIB electrical cur-
rent arriving at the workpiece 1160 and workpiece holder
1202 and Faraday cup 1216 to calculate an accumulated
GCIB irradiation dose per unit area. At a predetermined dose,
the dose processor 1170 closes the beam gate 1172, terminat-
ing processing when the predetermined dose has been
achieved. During the accumulation of the predetermined
dose, the workpiece 1160 may be manipulated by the articu-
lation/rotation mechanism 1204 to ensure processing of all
desired surfaces.

FIG. 3 is a schematic of a Neutral Beam processing appa-
ratus 1300 of an exemplary type that may be employed for
Neutral Beam processing according to embodiments of the
invention. It uses electrostatic deflection plates to separate the
charged and uncharged portions of a GCIB, A beamline
chamber 1107 encloses the ionizer and accelerator regions
and the workpiece processing regions. The beamline chamber
1107 has high conductance and so the pressure is substan-
tially uniform throughout. A vacuum pump 11465 evacuates
the beamline chamber 1107. Gas flows into the beamline
chamber 1107 in the form of clustered and unclustered gas
transported by the gas jet 1118 and in the form of additional
unclustered gas that leaks through the gas skimmer aperture
1120. A pressure sensor 1330 transmits pressure data from the
beamline chamber 1107 through an electrical cable 1332 to a
pressure sensor controller 1334, which measures and displays
pressure in the beamline chamber 1107. The pressure in the
beamline chamber 1107 depends on the balance of gas flow
into the beamline chamber 1107 and the pumping speed of the
vacuum pump 11465. By selection of the diameter of the gas
skimmer aperture 1120, the flow of source gas 1112 through
the nozzle 1110, and the pumping speed of the vacuum pump
11465, the pressure in the beamline chamber 1107 equili-
brates at a pressure, Py, determined by design and by nozzle
flow. The beam flight path from grounded electrode 1144 to
workpiece holder 1162, is for example, 100 cm. By design
and adjustment may be approximately 6x10~> Torr (8x107>
pascal). Thus the product of pressure and beam path length is
approximately 6x10~> Torr-cm (0.8 pascal-cm) and the gas
target thickness for the beam is approximately 1.94x10'* gas
molecules per cm?, which is observed to be effective for
dissociating the gas cluster ions in the GCIB 1128. V,__ may
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be for example 30 kV and the GCIB 1128 is accelerated by
that potential. A pair of deflection plates (1302 and 1304) is
disposed about the axis 1154 of the GCIB 1128. A deflector
power supply 1306 provides a positive deflection voltage V,
to deflection plate 1302 via electrical lead 1308. Deflection
plate 1304 is connected to electrical ground by electrical lead
1312 and through current sensor/display 1310. Deflector
power supply 1306 is manually controllable, V,, may be
adjusted from zero to a voltage sufficient to completely
deflect the ionized portion 1316 of the GCIB 1128 onto the
deflection plate 1304 (for example a few thousand volts).
When the ionized portion 1316 of the GCIB 1128 is deflected
onto the deflection plate 1304, the resulting current, I, flows
through electrical lead 1312 and current sensor/display 1310
forindication. When'V ,, is zero, the GCIB 1128 is undeflected
and travels to the workpiece 1160 and the workpiece holder
1162. The GCIB beam current I is collected on the work-
piece 1160 and the workpiece holder 1162 and flows through
electrical lead 1168 and current sensor/display 1320 to elec-
trical ground, I is indicated on the current sensor/display
1320. A beam gate 1172 is controlled through a linkage 1338
by beam gate controller 1336. Beam gate controller 1336 may
be manual or may be electrically or mechanically timed by a
preset value to open the beam gate 1172 for a predetermined
interval, in use, V , is set to zero, the beam current, I, striking
the workpiece holder is measured. Based on previous expe-
rience for a given GCIB process recipe, an initial irradiation
time for a given process is determined based on the measured
current, [z. V, is increased until all measured beam current is
transferred from I to I, and I, no longer increases with
increasing V . At this point a Neutral Beam 1314 comprising
energetic dissociated components of the initial GCIB 1128
irradiates the workpiece holder 1162. The beam gate 1172 is
then closed and the workpiece 1160 placed onto the work-
piece holder 1162 by conventional workpiece loading means
(not shown). The beam gate 1172 is opened for the predeter-
mined initial radiation time. After the irradiation interval, the
workpiece may be examined and the processing time adjusted
as necessary to calibrate the duration of Neutral Beam pro-
cessing based on the measured GCIB beam current I. Fol-
lowing such a calibration process, additional workpieces may
be processed using the calibrated exposure duration.

The Neutral Beam 1314 contains a repeatable fraction of
the initial energy of the accelerated GCIB 1128. The remain-
ing ionized portion 1316 of the original GCIB 1128 has been
removed from the Neutral Beam 1314 and is collected by the
grounded deflection plate 1304. The ionized portion 1316 that
is removed from the Neutral Beam 1314 may include mono-
mer ions and gas cluster ions including intermediate size gas
cluster ions. Because of the monomer evaporation mecha-
nisms due to cluster heating during the ionization process,
intra-beam collisions, background gas collisions, and other
causes (all of which result in erosion of clusters) the Neutral
Beam substantially consists of neutral monomers, while the
separated charged particles are predominately cluster ions.
The inventors have confirmed this by suitable measurements
that include re-ionizing the Neutral Beam and measuring the
charge to mass ratio of the resulting ions.

FIG. 4 shows a schematic of a Neutral Beam processing
apparatus 1400 as may, for example, be used in generating
Neutral Beams as may be employed in embodiments of the
invention. It uses a thermal sensor for Neutral Beam measure-
ment. A thermal sensor 1402 attaches via low thermal con-
ductivity attachment 1404 to a rotating support arm 1410
attached to a pivot 1412. Actuator 1408 moves thermal sensor
1402 via a reversible rotary motion 1416 between positions
that intercept the Neutral Beam 1314 or GCIB 1128 and a
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parked position indicated by 1414 where the thermal sensor
1402 does not intercept any beam. When thermal sensor 1402
is in the parked position (indicated by 1414) the GCIB 1128
or Neutral Beam 1314 continues along path 1406 for irradia-
tion of the workpiece 1160 and/or workpiece holder 1162. A
thermal sensor controller 1420 controls positioning of the
thermal sensor 1402 and performs processing of the signal
generated by thermal sensor 1402. Thermal sensor 1402 com-
municates with the thermal sensor controller 1420 through an
electrical cable 1418. Thermal sensor controller 1420 com-
municates with a dosimetry controller 1432 through an elec-
trical cable 1428. A beam current measurement device 1424
measures beam current [; flowing in electrical lead 1168
when the GCIB 1128 strikes the workpiece 1160 and/or the
workpiece holder 1162. Beam current measurement device
1424 communicates a beam current measurement signal to
dosimetry controller 1432 via electrical cable 1426. Dosim-
etry controller 1432 controls setting of open and closed states
for beam gate 1172 by control signals transmitted via linkage
1434. Dosimetry controller 1432 controls deflector power
supply 1440 via electrical cable 1442 and can control the
deflection voltage V , between voltages of zero and a positive
voltage adequate to completely deflect the ionized portion
1316 ofthe GCIB 1128 to the deflection plate 1304. When the
ionized portion 1316 of the GCIB 1128 strikes deflection
plate 1304, the resulting current I, is measured by current
sensor 1422 and communicated to the dosimetry controller
1432 via electrical cable 1430. In operation dosimetry con-
troller 1432 sets the thermal sensor 1402 to the parked posi-
tion 1414, opens beam gate 1172, sets V, to zero so that the
full GCIB 1128 strikes the workpiece holder 1162 and/or
workpiece 1160. The dosimetry controller 1432 records the
beam current I ; transmitted from beam current measurement
device 1424. The dosimetry controller 1432 then moves the
thermal sensor 1402 from the parked position 1414 to inter-
cept the GCIB 1128 by commands relayed through thermal
sensor controller 1420. Thermal sensor controller 1420 mea-
sures the beam energy flux of GCIB 1128 by calculation
based on the heat capacity of the sensor and measured rate of
temperature rise of the thermal sensor 1402 as its temperature
rises through a predetermined measurement temperature (for
example 70 degrees C.) and communicates the calculated
beam energy flux to the dosimetry controller 1432 which then
calculates a calibration of the beam energy flux as measured
by the thermal sensor 1402 and the corresponding beam cur-
rent measured by the beam current measurement device 1424.
The dosimetry controller 1432 then parks the thermal sensor
1402 at parked position 1414, allowing it to cool and com-
mands application of positive V, to deflection plate 1302
until all of the current I, due to the ionized portion of the
GCIB 1128 is transferred to the deflection plate 1304. The
current sensor 1422 measures the corresponding I, and com-
municates it to the dosimetry controller 1432. The dosimetry
controller also moves the thermal sensor 1402 from parked
position 1414 to intercept the Neutral Beam 1314 by com-
mands relayed through thermal sensor controller 1420. Ther-
mal sensor controller 1420 measures the beam energy flux of
the Neutral Beam 1314 using the previously determined cali-
bration factor and the rate of temperature rise of the thermal
sensor 1402 as its temperature rises through the predeter-
mined measurement temperature and communicates the Neu-
tral Beam energy flux to the dosimetry controller 1432. The
dosimetry controller 1432 calculates a neutral beam fraction,
which is the ratio of the thermal measurement of the Neutral
Beam 1314 energy flux to the thermal measurement of the full
GCIB 1128 energy flux at thermal sensor 1402. Under typical
operation, a neutral beam fraction of from about 5% to about
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95% is achieved. Before beginning processing, the dosimetry
controller 1432 also measures the current, I, and determines
a current ratio between the initial values of I and I,. During
processing, the instantaneous I, measurement multiplied by
the initial 15/1,, ratio may be used as a proxy for continuous
measurement of the Iz and employed for dosimetry during
control of processing by the dosimetry controller 1432. Thus
the dosimetry controller 1432 can compensate any beam fluc-
tuation during workpiece processing, just as if an actual beam
current measurement for the full GCIB 1128 were available.
The dosimetry controller uses the neutral beam fraction to
compute a desired processing time for a particular beam
process. During the process, the processing time can be
adjusted based on the calibrated measurement of I, for cor-
rection of any beam fluctuation during the process.

FIG. 51s a schematic of'a sensor apparatus 1500 for Neutral
Beam diagnostics and measurement according to an embodi-
ment of the invention. The sensor apparatus 1500 has multiple
sensors and may be used to measure characteristics of either
an ion beam or a neutral beam. In use, it is aligned with the
axis 1154 of a beam 1514. Beam 1514 may be, for example,
a GCIB, a Neutral Beam, or a Dissociated Neutral Beam. The
body of sensor apparatus 1500 is a Faraday cup 1502, having
an interior 1504 and an entrance aperture 1536. Beam 1514
enters the Faraday cup 1502 through entrance aperture 1536
and is incident on strike plate 1516. The metal strike plate
1516 is electrically and thermally conductive and has a heat
capacity. The strike plate 1516 is electrically and thermally
connected to the Faraday cup 1502 that forms the body of the
sensor apparatus 1500 by one or more electrically and ther-
mally conductive support(s) 15184 and 15185 (two shown for
example, not limitation; hereinafter reference numbers 1518«
and 15186 are taken to represent one or more support(s)).
Support(s) 1518a and 15185 are metal and is designed to have
low electrical resistance and a moderate thermal resistance
(referring to the parallel connection of all of the one or more
supports) and also serve to mechanically support the strike
plate 1516. In comparison to the one or more support(s)
15184 and 15185, the strike plate 1516 and the Faraday cup
1502 both have very high thermal conductivity. Preferably the
portion of the Faraday cup 1502 to which the support(s)
15184 and 15185 attach is thermally massive so as to have a
capacity to absorb heat with little temperature change. The
exterior of the Faraday cup 1502 may be exposed to atmo-
sphere and thus benefit from atmospheric cooling thereby.
Optionally, not shown, the Faraday cup 1502 may be actively
cooled or temperature regulated to maintain its temperature at
a fixed temperature, for example 25 degrees Celsius. The
beam 1514 entering through the entrance aperture 1536 is
incident on the strike plate 1516. Utile beam 1514 comprises
ions (GCIB), then the beam current, collected by the strike
plate 1516 and the Faraday cup 1502 and may be conducted
through electrical lead 1512 to an external beam current mea-
surement system. If the beam 1514 is a Neutral Beam Disso-
ciated Neutral Beam, zero beam current, Iz, is collected. Thus
the Faraday cup function of the sensor apparatus 1500 is not
required for Neutral Beam or Dissociated Neutral Beam mea-
surement and characterization and electrical lead 1512 and
associated apparatus for measuring beam current I is not
required. The description herein assumes that it may be
desired that the same apparatus be capable of measuring a
beam comprising ions, and thus describes the (optional) Fara-
day cup function and beam current measuring functions of the
sensor apparatus 1500. The kinetic energy of the beam 1514
is dissipated in the strike plate 1516 and converted to heat,
elevating the temperature of the strike plate 1516. Heat from
the elevated temperature strike plate flows through the one or
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more support(s) 1518a, 15185 to the Faraday cup 1502 body
of the sensor apparatus 1500, creating a temperature drop
across the support(s) 1518a and 15185. A temperature sensor
1520, which is typically a thermocouple or thermopile (but
may be another sensor type, such as thermistor or RTD) is
thermally connected to but electrically insulated from the
strike plate 1516 by an electrically insulating adhesive layer
1522. Another temperature sensor 1530, which is typically a
thermocouple (but may be another sensor type, such as ther-
mistor, thermopile, or RTD) is thermally connected to but
electrically insulated from the Faraday cup 1502 body of the
sensor apparatus 1500 by an electrically insulating adhesive
layer 1532. In one exemplary configuration, temperature sen-
sor 1520 is the hot junction of a thermocouple or thermopile,
and temperature sensor 1530 is the cold junction of the same
thermocouple or thermopile. An electrical cable 1524 thathas
athermal conductivity that is negligible in comparison to that
of the support 1518 connects temperature sensors 1520 and
1530 through an electrically insulating feedthrough 1526 to
external cable 1528 to transmit temperature information from
the two temperature sensors to an external measurement sys-
tem. The equilibrium difference in temperature measured by
temperature sensor 1520 and temperature sensor 1530 is a
measure of the power dissipated in the strike plate 1516 due to
the incidence of the energetic beam 1514. The heat capacity
of the strike plate 1516 and the thermal resistance of (refer-
ring to the parallel connection of all of the one or more) the
support(s) 1518a and 151856 determine the time constant of
the temperature transient that occurs when beam 1514 dissi-
pates its kinetic energy in the strike plate 1516—that, time
constant is typically chosen by design to be from a small
fraction of a second to a few seconds, as desired. The beam
1514 transmits mass into the interior 1504 of the Faraday cup
1502. Any gas clusters or gas cluster ions that may be in the
beam 1514 become fully dissociated upon their incidence on
the strike plate 1516 and along with any monomers that may
be in the beam 1514, are released into the interior 1504 ofthe
Faraday cup 1502, raising the pressure in the interior 1504 of
the Faraday cup 1502. A pressure transducer 1506 fluidly
communicates with the interior 1504 of the Faraday cup 1502
and is attached thereto with an electrically insulating flange
1508. The pressure transducer 1506 measures the pressure in
the interior 1504 of the Faraday cup 1502. The pressure in the
interior 1504 of the Faraday cup 1502 is a measure of the mass
flow into the Faraday cup 1502 due to the beam 1514. In
operation the sensor apparatus 1500 operates with the interior
1504 of the Faraday cup 1502 under vacuum conditions. The
beam power measurement function of the sensor apparatus
1500 may be calibrated by placing the sensor apparatus 1500
under vacuum conditions and directing an infrared laser beam
of known beam power (or other calibrated radiative power
source) onto the strike plate (to simulate power dissipation
due to an accelerated beam).

FIG. 6 is a schematic of a Neutral Beam processing appa-
ratus 1600 according to an embodiment of the invention,
using the sensor apparatus 1500 for Neutral Beam diagnostics
and measurement and shown in a beam diagnostic configu-
ration. A sensor apparatus 1500 is disposed coaxially with the
axis 1154 of the beam 1514. The sensor apparatus is attached
to the beamline chamber 1107 of the low-pressure vessel
1102 with an electrically insulating flange 1656 at an opening
that permits transmission of the beam 1514 into the sensor
apparatus 1500. An accelerated GCIB 1128 is generated. A
pair of electrostatic deflection plates 1602 is disposed about
the axis 1154. A deflection power supply 1636 provides a
controllable deflection voltage, V. An electrical lead 1638
applies deflection voltage, V,, between the deflection plates
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1602. When V, is zero, the downstream beam 1514 is the
GCIB 1128. When V, is sufficiently large (dependent on
beam energy and deflection plate geometry, but typically a
few kV), the ionized portion 1604 of the GCIB 1128 is
deflected, and beam 1514 is a Neutral Beam. A beam dump
1606 is positioned to receive the ionized portion 1604 of the
beam when deflected by the deflection plates 1602. Beam
dump 1606 has an aperture 1608 for passing beam 1514.
When 'V, is zero, aperture 1608 transmits a beam 1514 that is
a GCIB. When V, is sufficiently large, the ionized portion
1604 strikes the beam dump 1606 and the aperture 1608
transmits a Neutral Beam. When beam 1514 is a Neutral
Beam, it contains both accelerated components and non-
accelerated components. A portion of the gas jet 1118 is
typically transmitted through the ionizer 1122 without being
ionized and is thus not accelerated in the extraction region
between the ionizer exit aperture 1126 and the suppressor
electrode 1142. Such un-accelerated portion of the gas jet
may contain monomers and gas clusters, traveling at gas jet
velocity, which is supersonic. Typically the un-accelerated
monomers and/or clusters have energies on the order of a few
milli-electron-volts per monomer and thus normally do not
result in any significant surface processing when they impact
a workpiece. However, these particles do participate in the
transport of mass along the beam 1514, and into the sensor
apparatus 1500. Since these low energy (un-accelerated)
components of the Neutral Beam do not significantly partici-
pate in workpiece processing, they should be excluded from
the dosimetry calculations for the accelerated Neutral Beam.

A controller 1616 may be a general-purpose controller
(such as a microprocessor-based controller) and is used to
calibrate the beam measurement system, to control dosimetry
during workpiece processing, and to report beam diagnostic
information to a user/operator.

A pressure transducer 1610 is located in the beamline
chamber 1107 at a position off-axis from the beam 1514.
Electrical lead 1512 conducts the beam current, 15, to a beam
current measuring device 1612 that measures Iz and transmits
the measurement via electrical cable 1618 to controller 1616.
Electrical cable 1528 transmits temperature measurement
information to a temperature measurement device 1614 that
measures the temperature difference across the one or more
support(s) 1518a and 15185 and transmits the temperature
difference measurement through electrical cable 1620 to con-
troller 1616. Pressure sensor 1506 measures the pressure in
the interior of the sensor apparatus 1500 and transmits pres-
sure measurement information to controller 1616 via electri-
cal cable 1510. Pressure transducer 1610 measures the pres-
sure in the beamline chamber 1107 and transmits it to
controller 1616 via electrical cable 1644. A pressurized con-
densable source gas 1112 (for example argon) stored in a gas
storage cylinder 1111 flows through a gas metering and shut-
offvalve 1640 and a feed tube 1114 into a stagnation chamber
1116 for ejection through nozzle 1116 to form gasjet 1118. A
two-way gas metering and shut-off valve 1646 connects
source gas 1112 to either feed tube 1650 or feed tube 1660.
The two-way gas metering and shut-off valve 1646 can shut
off the gas flow, or regulate the gas flow to a controllable flow
rate delivered to either of feed tube 1650 or feed tube 1660.
Feed tube 1650 has a nozzle 1652 that directs a controlled
flow of metered source gas 1112 into the interior of the sensor
apparatus 1500 for calibration purposes. Feed tube 1660 has
anozzle 1662 that directs a controlled flow of metered source
gas 1112 into the beamline chamber 1107. The two-way gas
metering and shut-off valve 1646 receives control signals
from controller 1616 via cable 1648 to meter a controlled flow
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of'source gas flow into either the sensor apparatus 1500 or into
the beamline chamber 1107 or to shut off flow completely.

A workpiece manipulator 1622 controls a workpiece
holder 1624 that holds a workpiece 1160. A workpiece 1160
may be placed onto or removed from the workpiece holder
1624 (or an unprocessed workpiece exchanged for a pro-
cessed workpiece) by conventional workpiece loading/un-
loading means (not shown). Workpiece manipulator 1622 can
mechanically extend or retract the workpiece holder 1624 and
the workpiece 1160 with a linear motion 1626. This permits
placing the workpiece 1160 into the beam 1514 or retracting
it from the beam 1514 to initiate or stop beam processing of
the workpiece 1160. Workpiece holder is shown in its
retracted position 1654, with the workpiece out of the beam
1514 as is suitable when performing beam diagnostics. Work-
piece manipulator 1622 may optionally have an additional
motion axis 1628 that is into and out of the plane of the paper
in FIG. 6 and orthogonal to the motion 1626. The combina-
tion of motions 1626 and 1628 facilitates scanning of the
workpiece through the beam 1514 when scanning is desirable
to provide uniform processing of large area workpieces. Con-
troller 1616 provides control signals via electrical cable 1632
to workpiece manipulator 1622 to control extension and
retraction of the workpiece with respect to the beam 1514,
and optionally to control scanning of the workpiece 1160
through the beam 1514 when desired. Controller 1616 trans-
mits control signals via electrical communication and control
bus 1634 to deflection power supply 1636 to adjust deflection
voltage, Vp,, to control deflection of the ionized portion 1604
out of the beam 1514. Controller 1616 transmits control sig-
nals via electrical communication and control bus 1634 to
suppression power supply 1138 to turn on or off suppression
voltage, V. Controller 1616 transmits control signals via
electrical communication and control bus 1634 to accelerator
power supply 1140 to turn on or off acceleration voltage,
V ... Controller 1616 transmits control signals via electrical
communication and control bus 1634 to deflection power
supply 1636 to adjust deflection voltage, V, to control
deflection of the ionized portion 1604 out of the beam 1514.
Controller 1616 transmits control signals via electrical com-
munication and control bus 1634 to filament power supply
1136 to adjust or turn on or off filament voltage, V.. Control-
ler 1616 transmits control signals via electrical communica-
tion and control bus 1634 to anode power supply 1134 to
adjust or turn on or off anode voltage, V,. Controller 1616
transmits control signals via electrical communication and
control bus 1634 to gas metering and shut-off valve 1640 to
control or shut-off flow of source gas 1112 to stagnation
chamber 1116 to initiate or terminate formation of gas jet
1118. A display device 1656 is controlled by controller 1616
via electrical cable 1658 and provides display of beam diag-
nostic information to a user/operator.

In use, the system is calibrated by calibrating the beam
power measurement as previously described and the power
sensitivity (in kelvins/mW) is recorded as k, (for example
0.05 kelvins/mW.)

The beam mass transport measurement is calibrated by
placing the beamline chamber under its normal operating
vacuum without beam generation (gas metering valve 1113
closed). Gas valve 1640 is opened. Controller 1616 com-
mands mass flow controller 1646 to introduce source gas
(typically argon) into the sensor apparatus 1500 via feed tube
1650 and nozzle 1652. For a range of flows, for example 0-1
standard cubic centimeter per minute (std cm®/min) also
(sccm), a linear pressure measurement curve is measured and
the slope of the linear curve determined and recorded as k,,
(for example 1.2x107> Torr/sccm.) (Note that 1 pascal meter/
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sec is approximately 592.2 scent; and 1 Torr/sccm is approxi-
mately 7.892 sec/meter®) Controller 1616 commands mass
flow controller 1646 to zero flow.

FIG. 7 is a schematic 1680 showing the Neutral Beam
processing apparatus 1600 previously described, and shown
in a Neutral Beam workpiece-processing configuration. Con-
troller 1616 commands gas metering and shut-off valve 1640,
anode power supply 1134, filament power supply 1136,
accelerator power supply 1140, and suppression power sup-
ply 1138 to establish conditions for forming a GCIB 1128
according to the beam parameters (beam current and accel-
eration voltage, etc. previously determined as suitable the
desired processing) through control signals sent via commu-
nication and control bus 1634. Controller 1616 also transmits
control signals via electrical communication and control bus
1634 to deflection power supply 1636 to adjust deflection
voltage, V,, to deflect the ionized portion 1604 of the GCIB
1128 out of the beam 1514 so that beam 1514 is a Neutral
Beam. Controller 1616 transmits control signals to workpiece
manipulator 1622 via electrical cable 1632 to cause an
unprocessed workpiece 1160 to be moved into the beam 1514
by moving workpiece holder 1624 to extended position,
1682. If desired, workpiece manipulator 1622 may be con-
trolled by controller 1616 to scan the workpiece 1160 through
the beam 1514 to enable uniform processing of the workpiece
1160 when the workpiece 1160 is larger than the diameter of
the beam 1514. Using beam characterization information
determined during previous beam characterization measure-
ments (described herein below—see calculations C, and Cg
below) the controller 1616 determines total time required for
exposure (scanned or un-scanned) of the workpiece 1160 to
the beam 1514 to achieve a preselected desired dose of neutral
beam processing (total dose of accelerated neutral molecules
per cm? at the workpiece surface.) At the attainment of pre-
selected desired dose at the workpiece 1160, controller 1616
commands workpiece manipulator 1622 to remove work-
piece 1160 from the beam 1514 to terminate processing of the
workpiece 1160. A conventional workpiece loading/unload-
ing means (not shown) may remove the processed workpiece
1160 from the processing apparatus and replace it with
another unprocessed workpiece for additional processing.

Although the sensor apparatus 1500 has been illustrated in
FIGS. 6 and 7 as attached to the exterior of the low pressure
vessel 1102 for exemplary purposes, it will be clear to those
skilled in the art that the sensor apparatus 1500 could alter-
natively be disposed partially or entirely inside the beamline
chamber 1107. It could also be disposed upstream of the
workpiece holder 1624 by arranging suitable mechanisms
and controls to move the sensor apparatus into the beam 1514
for beam characterization or out of the beam for permitting
processing. If disposed partially or entirely inside the beam-
line chamber 1107, corresponding appropriate changes to the
position of nozzle 1652 may be necessary, and provision of
suitable cooling or temperature regulation of the portion of
the Faraday cup 1502 to which the support(s) 1518a and
1518(b) attach may be necessary to prevent overheating of the
sensor apparatus 1500 and to insure proper operation in a
vacuum environment.

The apparatus illustrated in FIGS. 5 and 6 is capable of a
comprehensive characterization of a Neutral Beam or Disso-
ciated Neutral Beam and (optionally, by measuring beam
current I with a Faraday cup) the GCIB from which it is
derived. According to the following methods, initially certain
system constants are determined and then several variables
related to each specific beam set-up are determined. From the
measured system constants and the set-up specific variables,
a comprehensive beam characterization may be calculated
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and utilized for, among other purposes, dosimetry during
Neutral Beam or Dissociated Neutral Beam processing of a
workpiece. Collectively, the strike plate 1516, the one or more
support(s) 1518a and 15185 for examples, the body of the
Faraday cup 1502, the temperature sensors 1520 and 1530,
temperature measurement device 1614, and the controller
1616 together with their electrical interconnections constitute
a “Beam Power Meter” for measuring power of the beam
1514 through its thermal effects on the strike plate 1516. The
sensitivity of the Beam Power Meter in kelvins/mW is repre-
sented as k,, where the beam power dissipated in the strike
plate 1516 is expressed in mW and the resulting equilibrium
temperature difference between temperatures measured at
temperature sensors 1520 and 1530 is expressed in kelvins.
The sensitivity of the pressure transducer 1506 to gas trans-
ported into the sensor apparatus 1500 by the beam 1514 in
Torr/scem is represented by k,,, where the amount of gas
transported is expressed in sccm (for the dissociated beam or
for the calibration gas source introduced through nozzle
1652) and the pressure measured by the pressure transducer
1506 is expressed in Torr (note that: 1 Torr/sccm is approxi-
mately 7.892 sec/meter’; and 1 pascal is approximately
0.007501 Torr; and 1 pascal meter’/sec is approximately
592.2 scem). The sensitivity of the pressure transducer 1506
to background gas pressure in the sensor apparatus 1500 with
gas flow into the beamline chamber 1107 due to the gas jet
1118 in units of Torr/sccm is represented by kz, where the
amount of gas supplied through the nozzle 1110 is expressed
in sccm (or for the calibration gas source introduced through
nozzle 1662) and the pressure measured by the pressure trans-
ducer 1506 is expressed in units of Torr (note that: 1 Torr/
sccm is approximately 7.892 sec/meter”; and 1 pascal is
approximately 0.007501 Torr; and 1 pascal meter/see is
approximately 592.2 sccm). The sensitivity of the pressure
transducer 1610 to background gas pressure in the in the
beamline 1107 with gas flow into the beamline chamber 1107
due to the gas jet 1118 in units of Torr/sccm is represented by
k., where the amount of gas supplied through the nozzle 1110
is expressed in sccm (or for the calibration gas source intro-
duced through nozzle 1662) and the pressure measured by the
pressure transducer 1610 is expressed in units of Torr (note
that: 1 Torr/scem is approximately 7.892 sec/meter’; and 1
pascal is approximately 0.007501 Torr; and 1 pascal meter’/
sec is approximately 592.2 sccm).

The Beam Power Meter sensitivity, k ,, may be measured
by placing the sensor apparatus 1500 under vacuum condi-
tions and directing an infrared laser beam of known beam
power (or other calibrated radiative power source) onto the
strike plate (to simulate power dissipation due to an acceler-
ated beam). For example, an ytterbium fiber laser operating at
a wavelength of 1.06 micrometers at a beam power level of
100 milliwatts (calibrated using a laser power meter) may be
convenient. When thus calibrated, the relationship between
incident power at the strike plate 1516 and the temperature
difference between the two temperature sensors 1520 and
1530 (at equilibrium or near equilibrium, for example after
about 5 thermal time constants of the Beam Power Meter) is
known and can be used to measure incident beam power at the
strike plate 1516. In an exemplary configuration of support(s)
15184 and 1518b, the sensitivity, k ,, may be, for example, on
the order of about 0.5 kelvins/mW.

The sensitivity ofthe pressure transducer 1506 to gas trans-
ported into the sensor apparatus 1500 by the beam 1514 in
Torr/sccm is measured by controlled simulation of gas trans-
port by the beam (note that: 1 Tortr/sccm is approximately
7.892 sec/meter’). The gas jet 1118 is turned off by closing
gas metering and shut-off valve 1640. Then controller 1616
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controls two-way gas metering and shut-off valve 1646 to
cause a controlled sequence of flows through nozzle 1652
directly into the interior 1504 of the sensor apparatus 1500 to
simulate transport of gas into the sensor apparatus 1500 by
beam. For example, gas flows of 0.2, 0.3, 0.4, 0.5, and 0.6
sccm (or other sequence of values corresponding to typical
beam transport of gas that will likely be experienced for the
beam intensities typically employed) may be introduced into
the sensor apparatus and the corresponding pressure readings
of'the pressure transducer 1506 recorded (note that gas flows
01'0.2,0.3, 0.4, 0.5, and 0.6 sccm correspond respectively to
approximately 3.378x107%, 5.067x107*, 6.756x107*, 8.445x
107, and 1.013x10~> pascal meter*/sec). FIG. 8A shows an
exemplary calibration curve 1700 for the pressure transducer
1506 that may result from such a sequence of measurements.
The measurements result in an essentially straight-line curve
1702, having a slope 1704 equal to k,,, for example on the
order of about 1.2x10 Torr/sccm (9.470x10~> sec/meter”).
The controller 1616 performs and stores the measurements,
fits a straight-line curve 1702 to the measured data and
extracts the slope 1704 and stores it as the calibrated sensi-
tivity, k,, in Torr/sccm (note that: 1 Torr/sccm is approxi-
mately 7.892 sec/meter’, for the pressure transducer 1506 to
gas transported into the sensor apparatus 1500 by beam 1514
(or by calibration gas flow injected by nozzle 1652.)

The sensitivity of the pressure transducer 1506 to back-
ground gas pressure in the sensor apparatus 1500 resulting
from gas flow into the beamline chamber 1107 because of the
gas jet 1118 when no beam 1514 is entering the sensor appa-
ratus 1500 is represented by k (in units of Torr/sccm, where
1 Torr/sccm is approximately 7.892 sec/meter”). A calibration
gas flow is introduced through nozzle 1662 into the beamline
chamber 1107 and the resulting pressure measured by the
pressure transducer 1506 is expressed in units of Torr (note
that: 1 pascal is approximately 0.007501 Torr). For this cali-
bration, the controller 1616 shuts off the gas jet 1118 by
closing gas metering and shut-off valve 1640. Then controller
1616 controls two-way gas metering and shut-off valve 1646
to cause a controlled sequence of flows through nozzle 1662
directly into the beamline chamber 1107 to simulate flow of
gas into the beamline chamber 1107 due to the gas jet 1118.
For example, gas flows of 1, 1.5, 2, 2.5, and 3 sccm (or other
sequence of values corresponding to typical gas flow into the
beamline chamber 1107 due to the gas jet 1118 and any
resulting beams during typical operation of the system) may
be introduced into the beamline chamber 1107 under control
of controller 1616 (note that gas flows of 1, 1.5, 2, 2.5, and 3
sccm correspond respectively to approximately 1.689x1073,
2.534x107, 3.378x4.223x107>, and 5.067x107> pascal
meter’/sec). The corresponding pressures at the pressure sen-
sor 1506 are measured and recorded by the controller 1616.
FIG. 8B shows some exemplary calibration curves 1710. The
upper straight-line curve, 1712 represents (for example) a
curve for background gas pressure due to flow from the gas jet
1118 as simulated using flow through nozzle 1662 and as
measured at pressure transducer 1506. Straight-line curve
1712 represents an exemplary curve that may result from such
a sequence of measurements. The result is an essentially
straight-line curve 1712, having a slope 1714 equal to k. The
controller 1616 performs and stores the measurements, fits a
straight-line, curve 1712 to the measured data, and extracts
the slope 1714 and stores it as the calibrated sensitivity, kz in
Torr/scem (note that: 1 Torr/scem is approximately 7.892
sec/meter’), for pressure transducer 1506 to gas transported
into the beamline chamber 1107 by gas jet 1118 (or by cali-
bration gas flow injected by nozzle 1662.)
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The sensitivity of the pressure transducer 1610 to back-
ground gas pressure in the beamline chamber 1107 resulting
from gas flow into the beamline chamber 1107 because of the
gas jet 1118 isrepresented by k. (in units of Torr/sccm, where
1 Torr/scem is approximately 7.892 sec/meter?). A calibration
gas flow is introduced through nozzle 1662 into the beamline
chamber 1107 and the pressure measured by the pressure
transducer 1610 is expressed in units of Torr. For this calibra-
tion, the controller 1616 shuts off the gas jet 1118 by closing
gas metering and shut-off valve 1640. Then controller 1616
controls two-way gas metering and shut-off valve 1646 to
cause a sequence of flows through nozzle 1662 directly into
the beamline chamber 1107 to simulate transport of gas into
the beamline chamber 1107 by the gas jet 1118. For example,
gas flows of 1, 2, 3, 4, and 5 sccm (or other sequence of values
corresponding to typical gas flow into the beamline chamber
1107 due to the gas jet 1118 and any resulting beams during
typical operation of the system) may be introduced into the
beamline chamber 1107 under control by the controller 1616
(note that gas flows of 1, 2, 3, 4, and 5 sccm correspond
respectively to approximately 1.689x1073, 3.378x1073,
5.057%x107>,6.756x107>, and 8.445x10> pascal meter*/sec).
The corresponding pressures at the pressure sensor 1610 are
measured and recorded by the controller 1616. F1G. 8B shows
some exemplary calibration curves 1710. The lower straight-
line curve 1722 represents an exemplary curve that may result
from such a sequence of measurements. The result is an
essentially straight-line curve 1722, having a slope 1724
equal to k.. The controller 1616 performs and stores the
measurements, fits a straight-line curve 1722 to the measured
data and extracts the slope 1724 and stores it as the calibrated
sensitivity, k- in Torr/sccm (note that: 1 Torr/scem is approxi-
mately 7.892 sec/meter’), for pressure transducer 1610 to gas
transported into the beamline chamber 1107 by gas jet 1118
(or by calibration gas flow injected by nozzle 1652.)

It is understood by the inventors that k, k., and k,, may
have small errors that may result from the straight-line curves
1702,1712, and 1722 not passing precisely through the origin
(zero pressure at zero flow). This occurs when the base
vacuum in the chamber is not adequately low. For practical
purposes it is typically found that if the base vacuum is 1077
Torr (1.333x107° pascal) or less, then the errors in k, k., and
k,, are so small that the error is inconsequential. In case of
higher base vacuum pressures or if greatest precision is
required, corrections to kz, k., and k,, may be made accord-
ing to conventional techniques known to those skilled in the
art to compensate for imperfect base vacuum conditions.

The calibration measurements for the system constants k ,
k. k., and k,, are independent of one another and may be
performed in any order. After measurement, the constants are
stored by controller 1616 for display on display device 1656
or for future use in beam characterization and or process
control. System constants k ,, k. k-, and k,, are constants that
may exhibit long term drift due to component aging or may
change as a result of replacement or adjustment of system
components. Thus it is advisable to re-measure them periodi-
cally or after system maintenance or component replacement.

In addition to the system constants, other constants and
conversions are used in the computations required for beam
characterization. They are (with approximate values indi-
cated): Avogadro’s number, N,

N =6.022x102* atoms/mole (or molecules/mole)=k,

Molar volume, V,,

V,,=2.24x10%* standard cm*/mole=Fk,
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Note that 1 pascal meter” is approximately 9.869 standard
3

cm

Electronic charge, e

e=1.602x107'° coulomb=t;

1 coulomb 1 ampere-second=6.242x10'3e=k,
milli-joule, 107> joule

1073 joule 1 mW-sec=6.242x10'% eV=ks
Second, sec

1 sec=Y60 minute=kg

k,, atom-minutes/scc-sec, where scc=standard cm®, and note
that 1 pascal meter” is approximately 9.869 standard cm’

ky xke
k7 =
7 o

=4.48x10Y

In operating a Neutral Beam processing system such as that
described above and shown in FIGS. 6 and 7, there is typically
a portion of the gas jet 1118 that passes through the ionizer
1122 without becoming ionized. This un-ionized portion may
comprise both clusters and monomers, but is not accelerated
in the extraction region and continues as part of the beam
1514, traveling all the way to the sensor apparatus 1500 where
it contributes to the pressure rise in the interior 1504 that is
sensed by pressure transducer 1506. Since this never-ionized
gas (referred to herein as “dead gas™) sensed by pressure
transducer 1506 has not been accelerated, it travels too slowly
and with insufficient energy (a few milli-eV per monomer) to
significantly contribute to Neutral Beam processing of a
workpiece. Accordingly it may be separately accounted for in
the Neutral Beam processing dosimetry, and may be sepa-
rately measured as part of beam characterization methods of
the invention. The contribution of background gas in the
beamline chamber 1107 and dead gas from the gas jet at the
pressure transducer 1506 is measured as follows:

Controller 1616 moves workpiece holder 1624 to the
retracted position 1654 so that the entrance aperture 1536 of
sensor apparatus 1500 is clear. Controller 1616 closes the
two-way gas metering and shut-off valve 1646 and opens the
gas metering and shut-off valve 1640 and sets the flow
through the valve 1640 to a preselected flow rate that will be
used for beam generation during Neutral Beam operation.
Controller 1616 sets the values of V ,_and V s both to zero, so
that no beam acceleration will occur. Controller 1616 sets the
values of V, and V- both to preselected operating values that
will be used for beam generation during Neutral Beam opera-
tion, so that the ionizer 1122 ionizes the neutral jet 1118
passing through the ionizer 1122 with the same ionizer con-
ditions and efficiency that will be used for beam generation
during Neutral Beam operation. The resulting GCIB com-
prises ionized and un-ionized portions, but neither of the
portions is accelerated in the extraction region. The beam
velocity (gasjet velocity) is so low that space charge effects in
the GCIB, result in beam blow-up of the ionized portion,
repelling all ions out of the beam, resulting in beam 1514
becoming a neutral beam traveling at low velocity along axis
1154 into the sensor apparatus 1500. Confirmation that all
ions have been removed from the beam 1514 can be con-
firmed by measuring beam current I as zero at Faraday cup
1502. Alternatively, controller can turn on'V , to a small value,
that deflects any remaining ionized portion 1604 out of the
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beam 1514. Under these conditions (Condition A) the follow-
ing measurements are taken and stored by controller 1616:

M_, the pressure at pressure transducer 1506, measured in
Torr (note that: 1 pascal is approximately 0.007501 Torr)

M, the pressure at pressure transducer 1610, measured in
Torr (note that: 1 pascal is approximately 0.007501 Torr)

Additional measurements are taken with conditions as fol-
lows: Controller 1616 moves workpiece holder 1624 to the
retracted position 1654 so that the entrance aperture 1536 of
sensor apparatus 1500 is clear. Controller 1616 closes the
two-way gas metering and shut-off valve 1646 and opens the
gas metering and shut-off valve 1640 and sets the flow
through the valve 1640 to a preselected flow rate that will be
used for beam generation during Neutral Beam operation.
Controller 1616 sets the values of V. and Vs both to prese-
lected potentials that will be used for GCIB acceleration for
beam generation during Neutral Beam operation. Controller
1616 sets the values of V, and V- both to preselected operat-
ing values that will be used for beam generation during Neu-
tral Beam operation, so that the ionizer 1122 ionizes the
neutral jet 1118 passing through the ionizer 1122 with the
same ionizer conditions and efficiency that will be used for
beam generation during Neutral Beam operation. The result-
ing GCIB 1128 is an accelerated GCIB. Controller 1616 sets
V, to zero so that the beam 1514 is a GCIB that travels into
sensor apparatus 1500. Under these conditions (Condition B)
the following measurements are taken and stored by control-
ler 1616:

Mg, the pressure at pressure transducer 1506, measured in
Torr (note that: 1 pascal is approximately 0.007501 Torr)

M,;, the beam current I collected by Faraday cup 1502,
measured in amperes. This measurement is not required
unless the beam contains ions and it is desired to characterize
the size to charge ratio of ions in the beam.

M,, the equilibrium or near equilibrium temperature mea-
surement of the difference in temperature between tempera-
ture sensor 1520 and temperature sensor 1530, measured in
kelvins.

Additional measurements are taken with conditions as fol-
lows: Controller 1616 moves workpiece holder 1624 to the
retracted position 1654 so that the entrance aperture 1536 of
sensor apparatus 1500 is clear. Controller 1616 closes the
two-way gas metering and shut-off valve 1646 and opens the
gas metering and shut-off valve 1640 and sets the flow
through the valve 1640 to a preselected flow rate that will be
used for beam generation during Neutral Beam operation.
Controller 1616 sets the values of V. and Vs both to prese-
lected potentials that will be used for GCIB acceleration for
beam generation during Neutral Beam operation. Controller
1616 sets the values of V, and V- both to preselected operat-
ing values that will be used for beam generation during Neu-
tral Beam operation, so that the ionizer 1122 ionizes the
neutral jet 1118 passing through the ionizer 1122 with the
same ionizer conditions and efficiency that will be used for
beam generation during Neutral Beam operation. The result-
ing GCIB 1128 is an accelerated GCIB. Controller 1616 sets
Vto apreselected operating value that will be used for beam
generation during Neutral Beam operation so that the beam
1514 is a Neutral Beam that travels into sensor apparatus
1500 and so that the ionized portion 1604 impacts the beam
dump 1606. Under these conditions (Condition C) the follow-
ing measurements are taken and stored by controller 1616:

M, the pressure at pressure transducer 1506, measured in
Torr (note that: 1 pascal is approximately 0.007501 Torr)
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Mg, the equilibrium or near equilibrium temperature mea-
surement of the difference in temperature between tempera-
ture sensor 1520 and temperature sensor 1530, measured in
kelvins.

Using the system constants k,, ks, k., and k,, and the
measured values Mz, My, Mg, My, M, M, and M, a com-
prehensive characterization of the beam 1516 may be calcu-
lated as follows:

Cy, = background gas (atoms/sec)
Mpxkp Ngxkg
= X
kpxkc ko
Mg xkg
= X
kpxkce

75

Cyy = dead gas flow in beam (atoms/sec)
B kyxMg
s

— L

Cy = Full beam mass transport (atoms/sec)
kyxMg )
=

Where “full beam” means beam 1514 with V,=0 and
includes any clusters, any monomers, any ionized clus-
ters, any ionized monomers, including dead gas

Co = Accelerated portion of full beam mass transport (atoms/sec)

=Cy—(CL+Cu);

Cp = Accelerated neutral mass flow (atoms/sec)

kyx M,

—(CL+Cu);

or

alternatively, C, can be calculated with identical result
using:

Cp = Accelerated neutral mass flow (atoms/sec)
_ kg x(My = Mg)
=

Cp = Charged species mass flow (atoms/sec)

=Co—-Cp;

Cg = Charged species average size to charge ratio (atoms/q)
Mo
T My xky’

Where q represents the elementary positive charge, —e;
note that this calculation depends upon a beam current mea-
surement, but is not required for Neutral Beams and Dissoci-
ated Neutral Beams, since it only has meaning if the beam
contains ions.
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Cs = Energy per atom in the neutral beam (eV)
B Mg xks )
T kaxCp’

Cr = Energy per atom of the charged species (eV)
(M= Mg)xks
- kaxCqo

Cy =Energy per atom of accelerated portion of full beam (eV)
M xks )
T kaxCo’

and

Cy = Total energy per charge of the charged species (keV)
CrxCr
1000 °

Note that the calculation of C,- depends upon a beam cur-
rent measurement, but is not required for Neutral Beams and
Dissociated Neutral Beams, since it only has meaning if the
beam contains ions.

In above calculation equations, C;, C,,, . . . through C, the
term “atom” is used in the sense defined herein above
and not dependent on whether the atoms are dissociated
or in clusters.

In certain situations a comprehensive beam characterization
is not required. For example in controlling the dosimetry of a
Neutral Beam process on a workpiece, often the only beam
characteristics required to be known for successful dosimetry
are Cp, the accelerated neutral mass flow of the Neutral Beam,
and Cg, the energy per atom in the Neutral Beam. In such case
anabbreviated method of beam characterization may be used.
Using the system constants k,, and k,, and the measured
values Mz, M, and M, a simplified characterization of the
beam 1516 may be calculated as follows:

Cp = Accelerated neutral mass flow (atoms/sec)
_ g x(My - Mg)
R S

Cs = Energy per atom in the neutral beam (eV)
Mg xks
T kaxCp

The measurements and equations used in this disclosure use
conventional United States units of measure for many mea-
surements and equations (eg. Torr, sccm, etc.). The same
measurements and equations can be represented in the Inter-
national System of Units (SI) by direct conversion. When so
converted, the form, but not the substance of the equations
may appear different because the numeric values of constants
and measurements are different in the different units of mea-
sure. The measurements and methods of the invention can be
practiced equally in United States units of measure and in SI
units of measure by employing SI equivalent units specified
herein.

In summary, one embodiment of the present invention pro-
vides a sensor apparatus for characterizing a beam, compris-
ing: an enclosure around a central region and having an aper-
ture constructed for admitting a beam from a reduced
pressure chamber into the central region for characterization;
abeam strike disposed within the central region to receive the
beam and to absorb energy from the beam, said strike at least
partially thermally isolated from said enclosure; a tempera-
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ture sensor for measuring a temperature change induced in
the strike by the received beam; a first pressure sensor in fluid
communication with the central region for measuring a pres-
sure change within the enclosure caused by the beam admit-
ted through the aperture; and a processing system for process-
ing the measured temperature change and the measured
pressure change to determine beam characteristics.

The beam may be derived from an accelerated gas cluster
ion beam and may comprises gas clusters and/or gas cluster
ions; and the beam strike may be adapted to dissociate said
gas clusters and/or gas cluster ions. The apparatus may fur-
ther comprise calibration means for calibrating the sensitiv-
ity, k,, of the first pressure sensor to gas transported into the
central region of the enclosure by the beam; and calibration
means for calibrating the sensitivity, k,, of the temperature
sensor to beam power; and wherein the processing system
uses k,and k, in determining beam characteristics. The appa-
ratus may still further comprise calibration means for cali-
brating the sensitivity, kg, of the first pressure sensor to back-
ground gas pressure in the reduced pressure chamber; and
wherein the processing system uses k in determining beam
characteristics. The apparatus may even further comprise a
second pressure sensor adapted to measure pressure in the
reduced pressure chamber; and calibration means for cali-
brating the sensitivity, k., of the second pressure sensor to a
change in background gas pressure in the reduced pressure
chamber; and wherein the processing system uses k. in deter-
mining beam characteristics.

The beam may be a Neutral Beam or a Dissociated Neutral
Beam and the processing system may determine one or more
beam characteristics selected from the group consisting of:
dead gas flow in beam, C,; full beam mass transport, C,;
accelerated portion of full beam mass transport, C,; acceler-
ated mass neutral flow, C,; energy per atom in the neutral
beam, Cg; and energy per atom of the accelerated portion of
full beam, C,,.

The temperature sensor may include first and second tem-
perature sensors located for measuring temperatures of the
beam strike and the enclosure, respectively. The enclosure
may be adapted to act as a Faraday cup for collecting ion beam
charge and measuring a beam current, and the processing
system may be adapted to use the beam current measurement
to determine beam characteristics. The beam may be derived
from an accelerated gas cluster ion beam and may comprises
ions and the processing system determines one or more beam
characteristics selected from the group consisting of; full
beam mass transport, C,; charged species mass flow, Cg;
charged species average size to charge ratio, Cg; energy per
atom of the charged species, C; and total energy per charge
of the charged species, C,.

The beam may be a Neutral Beam or a Dissociated Neutral
Beam. The apparatus may further comprise: a reduced pres-
sure chamber; a gas cluster ion beam generator; means for
accelerating the gas cluster ion beam; means for transforming
the accelerated gas cluster ion beam into a Neutral Beam
having a trajectory; means for disposing the aperture in the
enclosure in trajectory for admitting the beam into the central
region for measurement and characterization; workpiece,
holding means for introducing a workpiece into the trajec-
tory; wherein the processing means uses determined beam
characteristics to control Neutral Beam treatment of the
workpiece.

Another embodiment of the present invention provides a
method for characterizing a particle beam, comprising:
receiving a particle beam in a central region of a reduced
pressure enclosure; impacting the received beam against a
beam strike that is thermally isolated from the enclosure;

10

15

20

25

30

35

40

45

50

55

60

65

28

measuring a temperature change of the beam strike due to the
impacting beam; measuring a pressure change in the enclo-
sure due to receiving the beam; and processing the measured
temperature change and the measured pressure change to
determine beam characteristics.

The method may further comprise the steps of calibrating
sensitivity, k,,, of a pressure sensor for the enclosure to gas
pressure changes created by receiving the beam and calibrat-
ing sensitivity, k ,, of a temperature sensor of the beam strike
to beam power of the impacting beam, wherein the step of
processing system uses k,, and k , in determining beam char-
acteristics.

The method may further comprise the steps of measuring
the pressure in the reduced pressure enclosure, and using the
measured pressure in the reduced pressure chamber to deter-
mine beam characteristics in the processing step. The method
may still further comprise the steps of calibrating sensitivity,
K, of a pressure sensor in the reduced pressure enclosure,
and using the sensitivity K. in to determine beam character-
istics in the processing step.

The beam may be a Neutral Beam or a Dissociated Neutral
Beam and the processing step may determine one or more
beam characteristics selected from the group consisting of:
dead gas flow in beam, C,; full beam mass transport, C,;
accelerated portion of full beam mass transport, C,,; acceler-
ated mass neutral flow, C,; energy per atom in the neutral
beam, Cg; and energy per atom of the accelerated portion of
full beam, C,.

The method may further comprise measuring electrical
current in the enclosure and the beam strike due to receiving
and impacting the beam, wherein the step of processing
includes processing the measured electrical current to deter-
mine beam characteristics. The beam may be derived from an
accelerated gas cluster ion beam and comprises ions and the
processing system may determine one or more beam charac-
teristics selected from the group consisting of; full beam mass
transport, C,; charged species mass flow, C,; charged species
average size to charge ratio, Cg; energy per atom of the
charged species, C,; and total energy per charge of the
charged species, Cy.

Yet another embodiment of the present invention provides
a method of determining one or more characteristics of a
beam having a trajectory in a reduced pressure chamber,
comprising the steps; providing an enclosure having a central
region and an aperture connected to the reduced pressure
chamber for admitting the beam into the central region for
characterization; providing a beam strike disposed within the
central region to receive the admitted beam and to absorb
energy from the beam, said strike being at least partially
thermally isolated from said enclosure; providing a tempera-
ture sensor for measuring a temperature change induced in
the strike by the received beam to provide a beam power
measurement signal; providing a first pressure sensor in fluid
communication with the central region for measuring a pres-
sure change within the enclosure caused by the beam admit-
ted through the aperture, to provide a beam gas transport
measurement signal; providing processing means for pro-
cessing the beam power measurement signal and the beam
gas transport measurement signal to determine beam charac-
teristics.

The method may further comprise providing a control sys-
tem using at least one determined beam characteristic to
control a process. The may further comprise providing an
apparatus in the reduced pressure chamber to produce a gas
cluster ion beam. The may still further comprise providing
elements within the reduced pressure chamber to fully neu-
tralize the gas cluster ion beam. The method may even further
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comprise providing elements in the reduced pressure cham-
ber to dissociate the gas cluster ion beam.

Although the invention has been described with respect to
various embodiments, it will be realized by those skilled in
the arts that this invention is also capable of a wide variety of
further and other embodiments within the spirit and scope of
the foregoing disclosure and the appended claims.

What is claimed is:

1. A sensor apparatus for characterizing a beam, compris-
ing:

an enclosure around a central region and having an aperture
constructed for admitting a beam from a reduced pres-
sure chamber into the central region for characteriza-
tion;

a beam strike disposed within the central region to receive
the beam and to absorb energy from the beam, said strike
at least partially thermally isolated from said enclosure;

a temperature sensor for measuring a temperature change
induced in the strike by the received beam;

a first pressure sensor in fluid communication with the
central region for measuring a pressure change within
the enclosure caused by the beam admitted through the
aperture; and

aprocessing system for processing the measured tempera-
ture change and the measured pressure change to deter-
mine beam characteristics.

2. The sensor apparatus of claim 1, wherein the beam is
derived from an accelerated gas cluster ion beam and com-
prises gas clusters and/or gas cluster ions; further wherein the
beam strike is adapted to dissociate said gas clusters and/or
gas cluster ions.

3. The sensor apparatus of claim 1, further comprising:

calibration means for calibrating the sensitivity, k,, of the
first pressure sensor to gas transported into the central
region of the enclosure by the beam; and

calibration means for calibrating the sensitivity, k ,, of the
temperature sensor to beam power; and wherein the
processing system uses k,, and k, in determining beam
characteristics.

4. The sensor apparatus of claim 3, further comprising;

calibration means for calibrating the sensitivity, kg, of the
first pressure sensor to background gas pressure in the
reduced pressure chamber; and

wherein the processing system uses k; in determining
beam characteristics.

5. The sensor apparatus of claim 3, further comprising;

a second pressure sensor adapted to measure pressure in
the reduced pressure chamber; and

calibration means for calibrating the sensitivity, k., of the
second pressure sensor to a change in background gas
pressure in the reduced pressure chamber; and

wherein the processing system uses k in determining beam
characteristics.

6. The sensor apparatus of claim 1, wherein the beam is a
Neutral Beam or a Dissociated Neutral Beam and the pro-
cessing system determines one or more beam characteristics
selected from the group consisting of:

dead gas flow in beam, C,;

full beam mass transport, C,;

accelerated portion of full beam mass transport, C,;

accelerated mass neutral flow, Cp;

energy per atom in the neutral beam, C; and

energy per atom of the accelerated portion of full beam,

Cor

10

15

20

25

30

35

40

45

50

55

65

30

7. The sensor apparatus of claim 1, wherein the tempera-
ture sensor includes first and second temperature sensors
located for measuring temperatures of the beam strike and the
enclosure, respectively.

8. The sensor apparatus of claim 1, wherein the enclosure is
adapted to act as a Faraday cup for collecting ion beam charge
and measuring a beam current, and further Wherein the pro-
cessing system is adapted to use the beam current measure-
ment to determine beam characteristics.

9. The sensor apparatus of claim 8, wherein the beam is
derived from an accelerated gas cluster ion beam and com-
prises ions and the processing system determines one or more
beam characteristics selected from the group consisting of:

full beam mass transport, C,;

charged species mass flow, C;

charged species average size to charge ratio, Cy;

energy per atom of the charged species, C,; and

total energy per charge of the charged species, C,.

10. The sensor apparatus of claim 1, wherein the beam is a
Neutral Beam.

11. The sensor apparatus of claim 10, wherein the beam is
a Dissociated Neutral Beam.

12. The sensor apparatus of claim 1, further comprising:

a reduced pressure chamber;

a gas cluster ion beam generator;

means for accelerating the gas cluster ion beam;

means for transforming the accelerated gas cluster ion

beam into a Neutral Beam having a trajectory;

means for disposing the aperture in the enclosure in trajec-

tory for admitting the beam into the central region for
measurement and characterization;

workpiece holding means for introducing a workpiece into

the trajectory;

wherein the processing means uses determined beam char-

acteristics to control Neutral Beam treatment of the
workpiece.

13. A method for characterizing a particle beam, compris-
ing:

receiving a particle beam in a central region of a reduced

pressure enclosure;

impacting the received beam against a beam strike that is

thermally isolated from the enclosure;

measuring a temperature change of the beam strike due to

the impacting beam;

measuring a pressure change in the enclosure due to receiv-

ing the beam; and

processing the measured temperature change and the mea-

sured pressure change to determine beam characteris-
tics.

14. The method of claim 13, further comprising the steps
of:

calibrating sensitivity, k,,, of a pressure sensor for the

enclosure to gas pressure changes created by receiving
the beam; and

calibrating sensitivity, k,, of a temperature sensor of the

beam strike to beam power of the impacting beam,
wherein the step of processing system uses k,, and k, in
determining beam characteristics.

15. The method of claim 13, further comprising the steps of
measuring the pressure in the reduced pressure enclosure, and
using the measured pressure in the reduced pressure chamber
to determine beam characteristics in the processing step.

16. The method of claim 15, further comprising the steps of
calibrating sensitivity, K, of a pressure sensor in the reduced
pressure enclosure, and using the sensitivity K. in to deter-
mine beam characteristics in the processing step.
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17. The method of claim 13, wherein the beam is a Neutral

32

providing a beam strike disposed within the central region

Beam or a Dissociated Neutral Beam and the processing step
determines one or more beam characteristics selected from
the group consisting of:

to receive the admitted beam and to absorb energy from
the beam, said strike being at least partially thermally
isolated from said enclosure;

dead gas flow in beam, C,

full beam mass transport, C,;

accelerated portion of full beam mass transport, C;
accelerated mass neutral flow, C;

energy per atom in the neutral beam, C; and

providing a temperature sensor for measuring a tempera-
ture change induced in the strike by the received beam to
provide a beam power measurement signal;

providing a first pressure sensor in fluid communication

energy per atom of the accelerated portion of full beam,

10 with the central region for measuring a pressure change
o L -

18. The method of claim 13, further comprising measuring Vﬁlrthm thfl: enclosure caused. dby t{)le beam admitted
electrical current in the enclosure and the beam strike due to through the aperture, 1o provide a beam gas transport
receiving and impacting the beam, wherein the step of pro- measurement signal;
cessing includes processing the measured electrical current to providing processing means for processing the beam
determine beam characteristics. 15 power measurement signal and the beam gas transport

19. The method of claim 18, wherein the beam is derived measurement signal to determine beam characteristics.
from an accelera.ted gas cluster ion l?eam and comprises ions 21. The method of claim 20, further comprising providing
and the processing system determines one or more beam . .

L . ) a control system using at least one determined beam charac-
characteristics selected from the group consisting of: teristic to control a Process

full beam mass transport, C,; 20 P ’

charged species mass flow, C o 22. The method of claim 20, further comprising providing

charged species average size to charge ratio, C; an apparatus in the reduced pressure chamber to produce a gas

energy per atom of the charged species, C,; and cluster ion beam.

total energy per charge of the charged species, Cy. 23. The method of claim 22, further comprising providing

20. A method of determining one or more characteristics of 55

a beam having a trajectory in a reduced pressure chamber,
comprising the steps:

providing an enclosure having a central region and an
aperture connected to the reduced pressure chamber for
admitting the beam into the central region for character-
ization;

elements within the reduced pressure chamber to fully neu-
tralize the gas cluster ion beam.

24. The method of claim 22, further comprising providing
elements in the reduced pressure chamber to dissociate the
gas cluster ion beam.
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